NUMATIK ENGINEERS PVT LTD 
BOILER: INTERNAL TREATMENT

TROUBLE SHOOTING
	TROUBLE
	CAUSES
	ACTION



	BOILER WATER TURBIDITY HIGH
	· LOW BLOW DOWN

· HARDNESS IN MAKEUP

· CORROSION PRODUCTS
	· GIVE BLOW DOWN

· ADD EXCESS DOSE OF 

   AQUABLEND - 321

	BOILER TDS HIGH
	· LOW BLOW DOWN

· HIGH BFW TDS

· MEASUREMENT ERROR
	 - GIVE BLOW DOWN

	BOILER PHOSPHATE HIGH
	· LOW BLOW DOWN

· HIGH DOSE

· ANALYSIS ERROR
	· GIVE BLOW DOWN

· REDUCE AQUABLEND – 321

   DOSE FOR SOME TIME

	BOILER PHOSPHATE LOW
	· HIGH BLOW DOWN

· LOW DOSE

· HARDNESS LEAKAGE

· ANALYSIS ERROR
	· REDUCE BLOW DOWN

· EXCESS DOSE OF 

   AQUABLEND - 321

	O2 SCAVANGER LOW
	· LOW DOSE

· SAMPLING ERROR

· ANALYSIS ERROR

· INTERMITTENT DOSE
	· REDUCE BLOW DOWN

· EXCESS DOSE OF AQUABLEND – 310 OR 320

	HIGH TURBIDITY IN BOILER
	· HIGHER ALKALINITY 

· LOW BLOW DOWN

· HARDNESS IN BFW

· CONTAMINATION OF CONDENSATE
	· GIVE BLOW DOWN

· ADD AQUABLEND - 305

	HARDNESS FOUND IN BOILER WATER
	 - SOFTNER / D.M. PLANT     

    EXHAUSTED

 - CONDENSATE CONTAMINATION
	 - RECHARGE SOFTNER / 

   D.M. PLANT

 - ADDITIONAL DOSE OF    

   AQUABLEND - 321    


